§122.100

Subpart C—Miscellaneous Operating
Requirements

122.304 Navigation underway.

122.306 Passengers excluded from operating
station.

122.315 Verification of vessel compliance
with applicable stability requirements.

122.320 Steering gear, controls, and commu-
nication system tests.

122.330 Hatches and other openings.

122.335 Loading doors.

122.340 Vessels carrying vehicles.

122.356 Carriage of hazardous materials.

122.360 Use of auto pilot.

Subpart D—Crew Requirements

122.402 Licenses.
122.410 Watchmen.
122.420 Crew training.

Subpart E—Preparations for Emergencies

122.502
122.503
122.504
122.506
122.508

Crew and passenger list.

Voyage plan.

Passenger count.

Passenger safety orientation.

Wearing of life jackets.

122.510 Emergency instructions.

122.512 Recommended emergency
tions format.

122.514 Station bill.

122.515 Passenger safety bill.

122.516 Life jacket placards.

122.518 Inflatable survival craft placards.

122.520 Abandon ship and man overboard
drills and training.

122.524 Fire fighting drills and training.

122.530 Responsibilities of licensed individ-
uals.

instruc-

Subpart F—Markings Required

122.602
122.604
122.606

Hull markings.

Lifesaving equipment markings.

Escape hatches and emergency exits.

122.608 Fuel shutoff valves.

122.610 Watertight doors
hatches.

122.612 Fire protection equipment.

122.614 Portable watertight containers for
distress flares and smoke signals.

and watertight

Subpart G—Operational Readiness, Main-
tenance, and Inspection of Lifesaving
Equipment

122.700
122.702

Operational readiness.

Maintenance.

122.704 Maintenance of falls.

122.720 Weekly maintenance and
tions.

122.722 Monthly inspections.

122.724 Quarterly inspections.

122.726 Annual inspections.

inspec-

46 CFR Ch. | (10-1-08 Edition)

122.728 Testing and servicing of Emergency
Position Indicating Radiobeacons
(EPIRB).

122.730 Servicing of inflatable liferafts, in-
flatable buoyant apparatus, inflatable
life jackets, and inflated rescue boats.

122.740 Periodic servicing of hydrostatic re-
lease units.

Subpart H—Penalties

122.900 Penalty for violations.
122.910 Suspension and revocation.

AUTHORITY: 46 U.S.C. 2103, 3306, 6101; E.O.
12234, 45 FR 58801, 3 CFR, 1980 Comp., p. 277;
Department of Homeland Security Delega-
tion No. 0170.1.

SOURCE: CGD 85-080, 61 FR 935, Jan. 10, 1996,
unless otherwise noted.

Subpart A—General Provisions

§122.100 General requirement.

A vessel must be operated in accord-
ance with applicable laws and regula-
tions and in such a manner as to afford
adequate precaution against hazards
that might endanger the vessel and the
persons being transported.

§122.115 Applicability to existing ves-
sels.

(a) An existing vessel need not com-
ply with the hull marking require-
ments in §122.602(c) until completion of
a vessel’'s first drydock required by
§115.600 of this chapter that occurs
after March 11, 1996.

(b) An existing vessel need not com-
ply with the marking requirements in
§§122.604 and 122.610, where the size and
contents of the markings required by
§§122.604 and 122.610 vary from the size
and contents of required markings on
lifesaving equipment, watertight doors,
and watertight hatches on the vessel
prior to March 11, 1996, until the exist-
ing markings are no longer legible, as
determined by the cognizant Officer in
Charge, Marine Inspection (OCMI).

(c) An existing vessel need not com-
ply with the requirements of §§122.514,
122.515, 122.516, and 124.604(j) until com-
pletion of the first inspection for cer-
tification that occurs after March 11,
1996.

[CGD 85-080, 61 FR 935, Jan. 10, 1996; 61 FR
24464, May 15, 1996]
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